7.4.16.2 Protective coats, trousers, hoods, footwear, helmets, and gloves shall
have been manufactured to meet the requirements of NFPA 1971, Standard on

Protective Ensemble for Structural Fire Fighting.

Exception: For outside fires, those persons who do not engage in or are not
exposed to the hazards of structural fire fighting shall be permitted to use
helmets that meet federal OSHA requirements.

7.4.16.3 Self-contained breathing apparatus (SCBA) shall have been
manufactured to meet the requirements of NFPA 1981, Standard on Open-

Circuit Self-Contained Breathing Apparatus for the Fire Service.

7.4.16.4* Where station or work uniforms are worn by any participant, the
station or work uniform shall have been manufactured to meet the requirements
of NFPA 1975, Standard on Station/Work Uniforms for Fire and Emergency

Services.

7.4.16.5 Personal alarm devices shall have been manufactured to meet the
requirements of NFPA 1982, Standard on Personal Alert Safety Systems
(PASS).

7.4.16.6 All students, instructors, safety personnel, and other personnel shall
wear all protective clothing and equipment specified in this chapter according to
manufacturer's instructions whenever they are involved in any evolution or fire

suppression operation during the live fire training evolution.

7.4.16.7* All students, instructors, safety personnel, and other personnel
participating in any evolution or operation of fire suppression during the live fire
training evolution shall breathe from an SCBA air supply whenever operating

under one or more of the following conditions:

(1) Inan atmosphere that is oxygen deficient or contaminated by products of

combustion, or both




(2) Inan atmosphere that is suspected of being oxygen deficient or

contaminated by products of combustion, or both

(3) Inany atmosphere that can become oxygen deficient or contaminated, or
both

(4) Below ground level

7.5 Instructors.

7.5.1 Allinstructors shall be qualified to deliver fire fighter training according to

the authority having jurisdiction.

7.5.2* The participating student-to-instructor ratio shall not be greater than 5 to
1.

7.5.3 Additional instructors shall be designated when factors such as extreme .
temperatures or large groups are present, and classes of long duration are

planned.

7.5.4 The instructor-in-charge shall be responsible for full compliance with this
standard.

7.5.5 Prior to the ignition of any fire, instructors shall ensure that all protective
clothing and equipment specified in this chapter are being worn according to

manufacturer's instructions.

7.5.6 Instructors shall take a head count when entering and exiting the area

during an actual attack evolution conducted in accordance with this standard.

7.5.7 Instructors shall monitor and supervise all assigned students closely
during the live fire training evolution.







